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1. Preface  

Dear users, in order to better operate the electric bicycle, please read the instrument manual 

carefully before use, including the hardware installation, setting and normal use of the 

instrument, and help you solve the problems that may occur during use.  

 

2. Hardware Description  

  

 

3. Function overview and button definition 

3.1 Function Setting overview 

   1): LD: Wheel diameter 

   2): VOL: Voltage 

   3): UN: Mileage unit setting 

   4): SP: Speed limited 

   5): P1: reduction ratio 

   6): CL: Total mileage cleared 

 

3.2 Normal display area 



 

 

3.3 Button definition 

 

 



4. Installation Instruction 

Fix the meter and button on the handlebar and adjust the proper angle of view. The 

connector of the instrument can be installed by plugging in the corresponding connector of the 

controller. Please refer to the figure below: 

 

5. Function Setting 

5.1 Prepare before starting up 

Check and make sure the connectors are docked firmly and turn on the power of the electric 

bike. 

 

5.2 Start and enter settings 

   Pressing the power button for 3~5 seconds, it will be turned on. 

   After powering on, press “SET” “+” “-” these 3 function keys for 4 seconds at the same time to 

enter the setting state. The computer prompts to input the password in the loop setting. Press “+” 

or “-” to select the initial password "78", then press "SET" to enter the setting interface. Its 

interface is as follows: 

 
 

5.3 Setting the wheel diameter (LD) 

   Wheel diameter selection (16-28inch; default 26inch). 

Press “+” to increase the wheel diameter, press “-” to reduce the wheel diameter, and select 

the corresponding wheel diameter of the bike to ensure the accuracy of the instrument speed 



display and mileage display. Its operation interface is as follows: 

 
 

5.4 Setting the Voltage (VOL) 

The available voltage parameters are: 24V: 36V: 48V (default is 36V as our bike is 36V). Press 

"+" or "-" to select the voltage. Its interface is as follows: 

 

 

5.5 Setting Mileage unit (UN) 

   The settable parameter is the display unit. (00 means KM; 01 means ML) Press +" or "-" to 

select, the interface is as follows: 



 

 

5.6 Setting speed limit (SP) 

   The parameters can be set as follows: 20km, 21km, 22km, 24km, 25km, 26km, 27km, 28km, 

29km. Press “+” or “-” to select. Its interface is as follows: 

 
 

5.7 Setting reduction ratio (P1) 

   The parameters that can be set are: 01, 09, 10, 11, 12, 13, 14, 15, 40, 41, 42, 43, 44, 45, 46, 47, 

48, 49, 50, 60. Please note: 40 means that the reduction ratio is 4, 41 means 4.1, and so on. Press 



"+" or "-" to make your selection. Its interface is as follows: 

 

 

5.8 Total mileage cleared (CL) 

   The parameters that can be set are: 00 means do not clear; 01 means clear. Press "+" or "-" to 

select. Its interface is as follows: 

 

 



6. Normal operation 

6.1 Startup and shutdown    

   Pressing the “Power button” for around 3 seconds to turn it on. Then the whole bike power 

will be turned on. 

   Pressing the “Power button” for around 3 seconds to turn it off when the computer is in 

standby mode. Then the whole bike power will be turned off. 

 

6.2 Power display 

   In standby mode, current battery level will be shown on the computer. When the battery is 

full charged, the five-segment LCD is on. When the battery is under voltage, the last LCD flashes 

at 1HZ, that means that the battery is severely undervoltage and needs to be charged 

immediately. 

 

 

6.3 Mileage display switching (Single mileage/accumulation mileage) 

   This computer shows the single mileage of each riding by default. Double-click the “SET” 

button to display the accumulation mileage. Double-click again to display the single mileage of 

each riding. 

 
 

6.4 Switching PAS level 

   The default gear position is the 1st gear when turn it on, the range is 1 to 5, press “+” “-” 

button to adjust the gear position. 1 is the lowest; 5 is the highest. 



 

 

6.5 Backlighting on and off 

   When the LCD meter is powered on, pressing the “power” button gently to turn on the 

backlight, and the computer screen displays a backlit icon. Pressing the power button gently 

again to turn off the backlight while the icon disappears. 

 

 

6.6 Fault display 

 



 

7. Attention  

1. pay attention to safe driving, avoiding instrument bumps.  

2. Please avoid using it in harsh environments, such as heavy rain, college, and exposure.  

3. Please do not using the battery under voltage to avoid damage to the electric bike battery. 

 

8. Warranty 

1. That the casing is scratched or the casing is damaged is not under warranty. 

2. The lead wire scratched or broken is without warranty. 

3. The circuit function losing, warranty: 24 months from the date of the shipping date. 


